
Remove the five M5 x 8mm
Socket Head screws.

When replacing or re-installing the 
KNAD Module Insert ensure that 
the flat face is placed against the 
inside face of the Hasp.

After removing the Module loosen this
screw, rotate the clip and remove the
cylinder from the front as shown.

43mm (1 11/16") 
Maximum.

WARRANTY & LIMITATION OF LIABILITY
This TYSON product is warranted to be free from defects in materials and workmanship for a period of
one (1) year from the date of the original purchase. This warranty is for replacement of product only 
and TYSON does not accept any responsibility for any direct or consequential damage caused by this
product or its use. This warranty does not cover damage that from results from faulty installation or
usage, alteration or modification of the product or tarnishing of the finish, including colour damage, 
due to weather, salt or chemicals. Should any TYSON product not perform satisfactorily to its intended 
application then return it to its place of purchase for a replacement.

Made in China for;
TYSON USA LLC
3115 East 12th Street
Los Angeles CA 90023
USA

www.tyson-usa.com
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Instructions 
 

1. Remove the five M5 x 8mm Socket Head screws as shown. 
2. Loosen the clip screw and rotate the clip to allow for removal of the lock cylinder as shown. The lock 

cylinder is a standard 6-pin Schlage C ‘key-in-knob’ style with a fixed horizontal tailpiece. 
3. The KNAD Module Insert does not need to be removed unless it is being replaced with the KN Module 

Insert which is required for use with other cylinder types such as Kaba, CyberKey, Medeco or Bilock. 
4. Re-use the tailpiece or cut back the tail on a replacement cylinder to an overall maximum length of 

43mm (1 11/16”). 
5. Insert the lock cylinder, rotate the clip and tighten and ensure that the cylinder operates normally and 

extracts both locking tongues smoothly before replacing the Module back into the hasp. 
 
 
 


